ORGANIZER CASE 
PACKING INSTRUCTIONS 
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OVERLAYS - - Roll the overlays into tubes about one inch in 
diameter and insert them between the holders in the top of 
the case. There is room for 10 rolls of overlays. Large overlays 
must be rolled along the short dimension, while medium 
overlays must be rolled along the long dimension. Select the 
eight overlays used most frequently and then make up two 
rolls of the leftover overlays. These two rolls should be 
inserted first and moved to the area nearest the hinge. Since 
the length of the rolled overlay is greater than the width 
between the holders, the overlays should be inserted under 
edge "A" first and then the free end slid up or down until it 
clears edge B. Swing the overlay into place under edge B. The 
last few overlays inserted will require that adjoining overlays 
be compressed to allow the free end to be inserted. The loose 
end of the rolled overlay should be against the top of the case. 

Instruction Book, Game Board, Map, Answer Folder, and 
Scoreboard - - These items should be placed in the bottom of 
the case before any other parts are put in. 


@ PLAYER CONTROL UNITS -- The Player Control Units 
should be placed in the rear corners of the case with the 
English Controls facing each other. 

(?) CARD DECKS - - The card decks should be wrapped with 
rubber bands and placed over the Dice Holder between the 
Player Control Units. 

(T) MONEY - - The money should be wrapped with rubber bands 
and placed on the right rear corner of the Master Control Unit 
adjacent to the Player Control Unit. 

(?) CHIPS - - An 8” x 5 ? ' zipper bag is provided to store the chips 
in. This bag will be placed on the Master Control Unit 
adjacent to the Game Cards. 

(?) GAME CARDS - - The Game Cards stand vertically, handles 
up, in two groups of three in the tray adjacent to the Master 

Control Unit. 

(to) ANTENNA SWITCH BOX - - The Antenna Switch Box is 


DICE - - Place the dice in the rectangular recess located in the 
projection near the bottom of the case. 

MASTER CONTROL UNIT -- The Master Control Unit 
should be placed in the bottom of the case, with the game 
card slot toward the handle, and pushed forward under the 
overhang at the front of the case. 


placed on the left rear corner of the Master Control Unit, 
adjacent to the Player Control Unit. It may be in or out of its 
box, or not packed at all if you wish to leave it attached to 

your television set. 

(jj) GAME CORD - - The Game Cord is neatly hanked and placed 

on the left side of the Master Control Unit. 

@ TAPE - - The tape lays on the rear of the Master Control Unit 
between the Center and Speed Controls. 
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